
Protect Your Crops from Mold, Mildew & Other Contaminants

SKU: CL1250D-HE

Filter Stages
• 35% Efficient Pleated Pre-Filter, 15” x 25” x 2”

• MERV-15 8-Pocket Bag Filter, 15” x 25” x 12”

• 99.99% Efficient V-Bank HEPA Filter, 15” x 25” x 20”

 Easy Installation (Pre-Installed Eye Bolts/115V Wall
Plug, 5-15p)

 Minimal Maintenance (Long Filter Life, Hinged Door
Filter Access, Filter Change Indicator)

 Long Filter Life (~2 yr) 99.99% High Capacity HEPA
w\ 195 sq. ft. of Media

Features & Benefits

Air Filtration Systems

Airflow

Sound Level* 

Cabinet Size 

Cabinet Material 

Cabinet Finish 

Motor

Input Power 

Hanging Weight 

Shipping Weight 

Warranty 

Options

1000 CFM

68 dBA @ 5’

25”W x 16.5”T x 59”L

16 Ga. Cold Rolled Steel 

White, Light Reflective Polyurethane 

1/3 HP

115V / 60Hz / 1PH / 7.5A 

238 lbs. 

288 lbs. 

2 Years

- WiFi/Modbus Smart Control

- High Static (4” w.g.) Continuously
Variable Speed Motor (For ducted
applications)

The CleanLeaf Clean Room Series was specifically 
engineered for cultivators looking for the safest, most 
effective and efficient solution for air-purification needs. The 
CL1250D-HE filters high volumes of air using a 99.99% 
efficient, high-capacity V-Bank HEPA to eliminate any 
airborne threat in your growing facility and provide plants 
medical-grade clean air. 

 Each unit filters approximately 7,500 cubic feet.

Unit Specifications

*Noise level measured at typical operating speed

In order to create the proper air pattern, we always
recommend placing two units.
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